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GENERAL NOTES

1. Wood posts are required with the FLEAT

2. All bolts, nuts, cable assemblies, cable anchors and
bearing plates shail be goivanized.

3. The soil ube shall not protrude more than 4* above
ground (measured olong o 5’ cord). Site grading may be
necessary fo meet this requirement.

4. The soil tubes may be driven with an approved driving
head. They sholl not be driven with the wood postin

the tube. ¥the soil tubes are ploced in drilled holes,

the backfill ial must be satisfactorily pacted to
prevent seftlement.
5. When rock is d during ion, @

12" Dia. post hole, 20" deep may be used if approved
by the engineer. Granular material will be placed in the
bottom of the hole approx. 2 12" deep to provide
drainage. The soil tubes will be field cutto length,
placed in the hole and backfilled with adequately

pacted material d from the hole.
6. The breckoway coble assembly mustbe taut. A
locking device, (vice grips or channel lock pliers} should
be used to preventthe coble from twisting when
fightening nuts.
7. The wood blockouts shall be "toe nailed” to the
rectongular wood posts fo prevent them from tuming
when the wood shrinks.
8. For curb instollations, the soil tubes and posts shall
be installed atthe proper ground elevation behind the
curb. The posts will require field drilling new holes to
occommodate the rail to the post connecting bolt to
mointain the proper height of the rail above the gutter
pon. The excess post length above the ril will be

d if directed by the engi .

Tem ary BILL OF MATERIALS
F3000 1 IMPACT HEAD
F1303 1 W-BEAM GUARDRAIL END SECTION, 12 GA.
F1304 1 W-BEAM GUARDRAIL CENTER SEC., 12 GA.
G1203 1 W-BEAM GUARDRAIL, 12 GA.
swe T3 2 *FOUNDATION SOIL TUBE, 6° x 8" x &'
E740 1 | PieE SLEEVE
E750 1. BEARING PLATE, 8" x 8" x 58"
S$760 1 CABLE ANCHOR BOX
E770 1 BCT CABLE ANCHOR ASSEMBLY |
E780 1 GROUND STRUT |
P650 2 5.5" x 7.5" x 45" WOOD POSTS
P671 5 6" x 8" x 6 WOOD CRT POST
P675 ' 5 6" x 8" x 14" TIMBER BLOCKOUT
HARDWARE
B580122 24 58" Dia. x 1 4" SPUCE BOLT
B580754 2 58" Dia.x 7 V2* HEX BOLT
B581004 2 58" Dia. x 10" HEX BOLT
B581002 1 58" Dia. x 10 H.G.R. BOLT (Post2 Only)
6581802 5 58" Dia. x 18" H.G.R. BOLT (Posts 3-7)
NO50 34 | 58" Dia. H.GR NUT ST 2 30 ah
POST 3 THRU 7,5,
w050 10 H.G.R. WASHER
N100 2 1" ANCHOR CABLE HEX NUT
WI100 2 1" ANCHOR CABLE WASHER
E350 2 38" x 3" LAG SCREW
. SB58A 8 .CABIE ANCHOR BOX SHOULDER BOLTS
NOS5A 8 V2" A325 STRUCTURAL NUTS
WO50A 16 116" 0D X 96" ID A325 STR. WASHER
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